
#13105 / #13110 Pontiac Serpentine Kit 
with Optional Power Steering

(1) 5/16 x 7/8" 
SHCS Arm to rear of 

alternator mount

(1) 5/16 x 2 1/2" 
SHCS with 1.160 
Spacer between 

bracket and 
water pump

(2) 3/8 x 1" hex 
bolt P/S bracket 

to pump

Mount P/S bracket 
behind Alt. bracket use 
.750 spacer between 
P/S bracket and water 
pump, use 5/16 x 5" 

SHCS (NOTE) if water 
pump is tapped use 
5/16 x 2 3/4" SHCS 

Mount P/S bracket 
behind Alt. bracket 
use .650 spacer 

between P/S bracket 
and water pump, use 

3/8 x 5" SHCS

(1) 5/16 x 2 1/2" SHCS 
with .600 Spacer

(1) 3/8 16 x 1" 
SHCS rear of 
locator arm

20140 
Relocator Arm

Water 
Pump

2.500" 
Adjustment Rod

Alt. 
Pulley

Front Alt. Bracket

Front Power 
Steering Bracket

Use 3/8 x 6" SHCS bolt 
through alternator with 

3.250" between alternator, 
rear support and cyl. head 

bracket
NOTE: if your alternator has 
less than a 2 inch mounting 
ear shim with a 3/8" washer

Install using 3/8 - 16 x 3" hex 
bolt with 1/2 x 1" alum. 

spacer between idler pulley 
and P/S bracket with 3/8 x 1" 
washer and 3/8" locknut on 

back of bracket 
NOTE: This idler is slotted for 
belt installation.  Install cover 

after installing belt

Use Dayco Polycog Belt 
#5060660

Mount rear support to outer 
head bolts (drivers side head) 
with (2) 3/8 x 1" SHCS. Used 

a 3/8 x 2 1/2" SHCS and a 
1.630" spacer to support rear 

of power steering pump 

Top view head 
bracket and power 

steering pump

3/8 16 x 2 
1/2" SHCS

1.630" Spacer

P/S 
Pump
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