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Removal of Stock System: 

 

1. Apply a penetrating lubricant liberally to all exhaust fasteners, 

hangers and rubber isolators. 

 

2. Disconnect the wiring from the electronic exhaust valve. 

Refer to Figure 1. 
 

3. Carefully cut the factory exhaust in front of the rear suspension.    

Refer to Figure 2. 
 

4. Remove the rubber insulator in front of the rear suspension from the 

exhaust, the two rear insulators from the vehicle, and remove the 

muffler assembly. 

 

5.  Loosen the factory V-band clamp on the front pipe completely. 

Refer to Figure 3. 

 

6.  Remove the front pipe from the factory isolator and from the         

V-band flange. 

 

 

Installation of MBRP Inc. Performance Exhaust: 

   

NOTE: Do not fully tighten any clamps until the entire system is 

properly aligned. 

 

1.  Feed the Over-Axle Pipe up over the rear CV axle from the rear, 

and place a 3” Band Clamp on the forward facing end. 

Refer to Figure 4. 

 

2.  Insert the Front Pipe into the Extension Pipe. Place a 3” Band 

Clamp over the Extension Pipe.  Install the Front pipe and Extension 

Pipe as a unit into the Over-Axle Pipe and then into the factory front 

V-band clamp.  

 

3.  Install the Front Pipe and Over-Axle Pipe hangers into the factory 

rubber isolators. 

 

4.  Using a 3” Band Clamp, install the Muffler onto Over-Axle Pipe.  

Refer to Figure 5. 
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Figure 2 
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Figure 5 
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5. Install the factory rubber isolators onto the Tail Pipes before installing 

them on the vehicle. 

Refer to Figure 6. 

 

 

 

 

 

 

6.  Using a 3” Band Clamp install the Driver-Side Tail Pipe into the 

Muffler and attach the factory rubber isolator onto the factory mount. 

Refer to Figure 7. 

 

 

 

 

 

 

                                                     

7.  Using a 3” Band Clamp install the Passenger-Side Tail Pipe into the 

Muffler and attach the factory rubber isolator onto the factory mount. 

Refer to Figure 8. 

 

 

 

 

 

 

8.  Align the Tail Pipes with the Muffler and the openings in the rear 

fascia.  The Tail Pipes and  Muffler should point upwards towards the 

rear of the vehicle at approximately 9 degrees. 

Refer to Figure 9. 

 

 

 

 

 

 

9.  Install the Exhaust Tips onto the Tail Pipes.  Ensure that the Exhaust 

Tips are centred in the fascia openings.  Adjust the extension of the Exhaust 

Tips to your liking. 

Refer to Figure 10. 

 

 

 

 

 

 

 
Figure 6 
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Figure 9 

 
Figure 10 
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10.  Using the 2” Band Clamp and included Hardware attach the 

Resonator to the Over-Axle Pipe and the bracket on the Passenger-Side 

Tail Pipe. 

Refer to Figure 11. 

                                                           

11.  Align the exhaust as required.  Pay particular attention to the area 

around the rear drive shaft hanger bearing and the factory front flex pipe 

hangers.  Starting at the front of the exhaust, tighten all hardware, clamps, 

and connections.  Ensure each joint is secure. 

Refer to Figures 12 and 13. 

 

12.  Check along the entire length of the exhaust system to ensure that there 

is adequate clearance between the exhaust system and heat shields, cross 

members, driveline, and body panels.  Adjust the system if required. 

 

13.  Connect the Electronic Valve Simulator to the factory wiring and 

secure to the vehicle body using the Cable Tie. 

Refer to Figure 14. 

 

 

 

 
 

 

 

Congratulations! You are ready to begin experiencing the improved power, sound and driving experience 

of your  MBRP Inc. performance exhaust system. We know you will enjoy your purchase. 

 

 

 
Figure 11 
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Figure 13 

 

 
Figure 14 


