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1. Remove the vehicles rear taillights by 
removing the two screws from each housing. 
Slide the red locking tab on the harness 
connector to the unlocked position and 
disconnect the wire harness from both 
taillights.
2. Remove the black air baffle     and pullout 
the rubber grommet     behind the taillight.     
Remove the hatch threshold     and pull back 
the interior panels on each side of the vehicle 
and remove the rubber grommet     behind the 
panels.
3. Insert T-connector into space behind the air 
baffle, route the housings with yellow wire 
attached up through the grommet mounting 
location and mate them to the vehicle 
housings.

4. Slit the grommet as shown in     .  Place the 
T-connector wires into the slit and reseat into 
mounting location.
5. Secure black box in harness to metal behind 
rubber grommet using the double-sided tape 
provided and/or cable ties.  Route 4-flat and 
housings with green wire attached up though 
inside rubber grommet mounting location.  Slit 
rubber grommet as before and reseat into 
mounting location.
6. Route the housings with green wire to 
passenger side under threshold or in jack 
compartment and repeat driver side steps 
working from inside of the vehicle out to the 
taillight.  

7. Route the 4-flat into the jack comparment 
for storage.

WARNING!
   Verify miscellaneous items that may be 
hidden behind or under any surface before 
drilling to avoid damage to vehicle and/or 
personal injury. 

      

1. Remove both of the vehicles rear taillights 
housings. Slide the red locking tab on the 
harness connector to the unlocked positing 
and disconnect the wire harness from both tail 
lamp sockets.

2a. Mini vans: Pull the vehicles wiring harness 
and the the rubber grommet slightly out on 
the drivers side of the vehicle.  Plug the T-
connector end with a yellow wire in-between 
the plug on the taillight socket and the vehicle 
wiring harness.  Lock the connectors with the 
red locking tab.  Repeat the procedure for the 
passengers side, using the T-connector end 
with the green wire.

2b. Durango: For ease of installation 
temporarily remove the black air baffle below 
the rubber grommet on the drivers side only 
and push the vehicle's wiring and rubber 
grommet into the area behind the baffle. Place 
the T-connector harness in the area behind the 
air baffle and plug the T-connector end with 
the yellow wire into the mating plug on the 
vehicles wiring harness. Lock the connectors 
with the red locking tabs. 

3. With the vehicle and the grommets
exposed, slit the grommet on the side with 
utility knife from the hole where the vehicle 
wiring passes through the grommet to the 
outside edge.  Unwrap the tape around the 
grommet tabs or cut the tabs off the grommet
that hold to the wires.  Pull the vehicles wiring 
harness and rubber grommet slightly out on 
the passenger's side and repeat this step on 
the passenger's side.
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1. Remove the vehicles rear taillights by 
removing the two screws from each housing. 
Slide the red locking tab on the harness 
connector to the unlocked position and 
disconnect the wire harness from both 
taillights.

2. Pullout the rubber grommets     behind the 
taillights.  Remove the jack storage cover.  
Remove the hatch threshold     and pull back 
the interior panels on each side of the vehicle.

3. Insert T-connector into space behind the 
jack storage compartment     and route the 
housings with yellow wire attached, through 
the grommet mounting location on the driver 
side to the taillight and mate them to the 
vehicle housings.

4. Slit the grommet as shown in     .  Place the 
T-connector wires into the slit and reseat into 
mounting location.

5. Secure black box in harness to metal behind 
jack compartment using the double-sided tape 
provided and/or cable ties.  Route the 
housings with green wire attached out the 
interior panel, under the hatch threshold to 
the passenger side and repeat steps 3&4.  

6. Store the 4-flat in the jack comparment.

7. Replace any trim panels removed during the 
previous steps.  Reinstall the tail lamp housing,  
careful to avoid any areas that would cut or 
pinch the wire. 

WARNING!
   Verify miscellaneous items that may be 
hidden behind or under any surface before 
drilling to avoid damage to vehicle and/or 
personal injury.
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