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REVISION HISTORY

DATEDESCRIPTIONREV NAME

REVISION HISTORY

DATEDESCRIPTIONREV NAME

REVISION HISTORY

DATEDESCRIPTIONREV NAME

RJTA00 Initial Design 3/1/07

BROWN

YELLOW

BLACK

RED

VIEW FROM BOTTON OF DISTRIBUTOR

NUMBER 1

INSTALL 16" OF

HEATSHRINK. MAKE

SURE TO SLIDE IT

INSIDE THE

DISTRIBUTOR'S STRAIN

RELIEF.

INSTALL A 1/4" PIECE OF

HEATSTRINK AROUND THE

NUMBER 1 POST ON THE

CAP

STEP #1

STEP #2

WIRE

STRAIN

RELIEF

LEAVE
UNTERMINATED

CAM

CRANK

GROUND

SWITCHED +12 VOLTS

 (1)CONNECTOR: 170264

(5)RUST SEALS: 170087

(1)LOCK: 170213

(3)TERMIAL: 170557

(3)BLUE SEALS: 170558

 HEATSHRINK: 170049

 HEATSHRINK: 170055

USE BLUE HANDLE WIRE

CRIMPERS TO CRIMP PINS

HEATSHRINK

NUMBER 1
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