
 

 

Installation Instructions for 81424 
3-Shelf Shop Cart 
200 lb. Capacity 
 
Tools Required 
 

 19mm Socket or Adjustable Wrench 

 1/4” Slotted Screwdriver 

 10mm Socket, Nut Driver or Combination Wrench 

 Optional: Tread Locking Compound 
 
Assembly Instructions 
 

1. Ensure there are no missing parts. 
 
2. Note that each upright has an open end and an end with a drilled plate for mounting a caster. 
Ensure that the end with the drilled plate is on the bottom before beginning assembly. 
 
3. Lay a single upright on a flat surface. Using the 10mm slotted screws and acorn nuts, attach all 
three shelves to the upright. Ensure that the shelf with storage drawer is the highest shelf (farthest 
from the bottom of the upright). 
 
4. Attach a second upright directly across from the first upright, and then carefully flip the unit over. 
Install the third and fourth uprights, ensuring all nuts are securely tightened. The use of a thread 
locking compound is recommended to prevent fasteners from loosening with use. 
 
5. Install tool tray on either side of top shelf, as desired. 
 
6. Install a single handle bracket on the side opposite the tool tray. Slide handlebar in and install 
second handle bracket. 
 
7. Install casters and foam pads. 
 
WARNING 
 

 Maximum load capacity of tool cart is 200 lbs. Do NOT overload. 
 

 Read, study, and understand all warnings and operating instructions prior to use. 
 

 Failure to heed these warnings may result in personal injury and/or property damage. 
 

 When positioning table next to painted or valuable work areas ensure table locking device is 
secure and surfaces have protective non-scratch covers. 
 

 No alterations shall be made to this product. 
 

 Do not sit or stand on cart. 
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