
Thanks again for purchasing your new stainless steel Pypes Performance Exhaust 
Long Tube headers. Please be sure to confirm all the components in the kit were received 
in your shipment before beginning installation. If you find any components missing, please contact our office at 800-421-3890 for 
replacement. Technical assistance is available both on line at www.pypesexhaust.com or by calling 800-421-3890.
Pypes exhaust are designed for the savvy home installer but highly recommends 
hiring a professional, one that is familiar with the installation of high performance 
exhaust products. Headers are designed to increase the performance of your 
vehicle, and as such are designed differently than your stock exhaust system. 
Extra care must be taken to ensure that hoses, cables, electrical lines, fuel lines, 
hydraulic lines, or any other objects are not in contact with, or located too close to 
your installed system.

Thanks again for purchasing your new stainless steel Pypes Performance Exhaust 
Long Tube headers. Please be sure to confirm all the components in the kit were received 
in your shipment before beginning installation. If you find any components missing, please contact our office at 800-421-3890 for 
replacement. Technical assistance is available both on line at www.pypesexhaust.com or by calling 800-421-3890.
Pypes exhaust are designed for the savvy home installer but highly recommends 
hiring a professional, one that is familiar with the installation of high performance 
exhaust products. Headers are designed to increase the performance of your 
vehicle, and as such are designed differently than your stock exhaust system. 
Extra care must be taken to ensure that hoses, cables, electrical lines, fuel lines, 
hydraulic lines, or any other objects are not in contact with, or located too close to 
your installed system.

•  Begin by locking the steering column in place so it cannot rotate once    
 the steering shaft is disconnected in a later step. Failure to do so may   
 result in damage to the steering wheel controls if your vehicle is so     
 equipped.

•  Remove the battery terminals by starting with the negative cable  first •  Remove the battery terminals by starting with the negative cable  first    
 followed by the positive. We have found no need to remove the battery   
 and tray but if you   choose to it will give you more room to remove and  
 install the top side manifold bolts.

•  Remove the strut tower brace bar if your car is so equipped along with   
 the  engine cover.

•  Loosen the clamp that holds the air inlet tube to the mass air sensor and •  Loosen the clamp that holds the air inlet tube to the mass air sensor and  
 remove the tube from the mass air. Again we found no need to remove   
 the factory air box but if you feel the need it will gain you better access   
 to the manifold bolts.

• Remove the outside nuts holding the cats to the manifolds on both sides  
 as well  as the nuts on top of the engine mounts.

• •  At this time you can raise the car with either jack stands of a hydraulic   
 lift. Again we strongly recommend the use of a lift for the following steps.

•  Loosen and remove the 2 rear O2 sensors in the mid-pipes and mark    
 their locations so they can be reinstalled in the same positions in your   
 new mid-pipes.

• •  Loosen the butt clamps securing the mid-pipes to the cat-back system.   
 Next, slide the cat-back system rearward just enough to disengage the   
 mid-pipes from the cat-back.
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