
 
                                                                                                                                                                                                                  Update 05/18/11 

Installation Instructions for: 
Single: 30640 (2-1/2”x14”), 30642 (3”x14”), 30644 (3-1/2”x14”), 30646 (4”x14”) 
Pair:     30641 (2-1/2”x14”), 30643 (3”x14”), 30645 (3-1/2”x14”), 30647 (4”x14”) 
Turndowns 
 
Kit Includes: one or two ID/OD turndowns and one or two clamps. 
NOTE: This product is designed primarily for off-road use or on vehicles that were not originally equipped with catalytic 
converter(s). For use with vehicles with standard long-tube headers. 
 
30640 Kit Includes:                                              30641 Kit Includes: 
1) 2-1/2” x 14” long ID/OD turndown                      2) 2-1/2” x 14” long ID/OD turndown 
1) 2-1/2” clamp                                                       2) 2-1/2” clamps 
 
30642 Kit Includes:                                              30643 Kit Includes: 
1) 3” x 14” long ID/OD turndown                            2) 3” x 14” long ID/OD turndown 
1) 3” clamp                                                             2) 3” clamps 
 
30644 Kit Includes:                                              30645 Kit Includes: 
1) 3-1/2” x 14” long ID/OD turndown                      2) 3-1/2” x 14” long ID/OD turndown 
1) 3-1/2” clamp                                                       2) 3-1/2” clamps 
 
30646 Kit Includes:                                              30647 Kit Includes: 
1) 4” x 14” long ID/OD turndown                            2) 4” x 14” long ID/OD turndown 
1) 4” clamp                                                             2) 4” clamps 
 
DANGER WARNING: 
Should the purchaser decide to install this exhaust product at home, be warned that pleasure car or light duty 
truck/van “bumper” jacks are intended for emergency use only. The use of frame contact jack stands in 
conjunction with a floor jack as main support is highly recommended to minimize accidental dropping of a 
vehicle while the installation proceeds. We recommend the use of a shop hoist if possible. Please use caution! 
 
Limitation of Liability–Disclaimers: The regulation of emissions production, noise levels and safety 
standards is undertaken by the federal government, each of the fifty state legislatures, and by many local 
municipalities, towns and counties. 
      The manufacturer makes no warranties of merchantability, of fitness for a particular purpose, or that its 
products are approved for general use, or that its products comply with laws, regulations or ordinances in 
the states where they may be sold to the ultimate purchaser, the consumer. 
      The entire risk as to the conformity of this product in any such state and as to repair, should the product 
prove to be defective or non-conforming, is on the retail purchaser, the buyer, the ultimate consumer of 
such product and it is not upon the seller, distributor, or manufacturer. 
      In this connection, retail purchaser, the buyer, the ultimate consumer assumes the 
burden of the entire cost of any and all necessary service, alterations, and or repair. 
      The foregoing statement limits the liability of the manufacturer. 
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