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Water Pump

Face Plate

7 1/2" Adjustment Rod

Mount rod end to 
backside of alternator 

using a 7/16 - 3/8" 
shoulder bolt.Mount both rod ends to 

backside of A/C using (2) 
7/16 - 3/8" shoulder 

bolts. placing a 3/8 - 16 
nut between A/C flange 
and rod ends, secure 

with lock nuts

Mount both rod end to backside of face plate using 
7/16 - 3/8" flat head bolt. placing a 3/8 - 16 nut 

between face plate and rod end, secure with lock nut

Mount alternator 
using a  3/8 -16 
x 2 3/4" SHCS

Mount alternator 
using a  3/8 -16 
x 2 3/4" SHCS

A/C Bracket

3 1/2" Adjustment 
Rod

Alternator 
Bracket

3/8 -16 x 2 
1/4" SHCS

3/8 -16 x 2 1/2" SHCS 
(drivers side)

3/8 -16 x 2 3/4" SHCS 
(passenger side)

3/8 -16 x 1 
3/4" SHCS 

(not supplied) 

3/8 -16 x 2 
1/4" SHCS

3/8 -16 x 1 
3/4" SHCS 

(not supplied) 

(2) 3/8 - 16 x 1" 
flat head bolt

(2) 3/8 - 16 x 
1" flat head 

bolt

Optional Power 
Steering

Engine 
Block

Cylinder 
Head

Manifold

A/C and 
Alternator Bracket

A/C 
Compressor 

A/C Bracket 

Front of Engine 
.200 

Washer 

.200 
Washer 

5/8 -16 x 1" set screw 
(drivers side)

5/8 -16 x 1 1/2" set screw 
(passenger side)

1.250"

Use washers 
between face plate 

and water pump 
flange to achieve a 

1.250" space 
between face plate 
and engine block

Sanden A/C 
Compressor

Belt Sizes: 
Alternator Dayco #5060675
With Power Steering Dayco #5060910


