
Radio Specifications

FM Section
Tuner  Type  . . . . . . . . . . . . . . . . . . . . . . . . .PLL 
Frequency Range  . . . . . . . . . .87.5-107.9 MHz
Usable Sensitivity  . . . . . . . . . . . . . . . . .12.5dBf
Quieting Sensitivity  . . . . . . . . . . . . . . . . . .4uV
T.H.D  . . . . . . . . . . . . . . . . . . . . . . . . . . . . 0.8%
AM Section
Frequency Range  . . . . . . . . . . . .530-1710KHz
S/N Ratio  . . . . . . . . . . . . . . . . . . . . . . . . .50dB
Selectivity  . . . . . . . . . . . . . . . . . . . . . . . . . 25dB
Audio Section
Output Channel  . . . . . . . . . . . . . . . . . . 45 X 4
Output Impedance  . . . . . . . .4ohm per speaker
Response  . . . . . . . . . . . . . . . . . . .30Hz-I8KHz
General
Power Supply  . . . . . .12VDC Negative Ground
Speaker impedance  . . . . . . . . . . . . . .4-8 ohm
Stand-By Current  . . . . . . . . . . . . . . . . . .0.03A
Chassis .... 190mm(7 3/8”)(w) X 62mm (2 -1/4")
.  X 155mm (6")(D)

IF Frequency.......................10.7MHz 
Sensitivity ...............................2.6V
S/N Ratio ...............................67dB
Capture Ratio........................1.5dB
Separation..............................35dB

IF Frequency......................450KHz
Sensitivity............................. 2OuV

System Power.........Max 300 Watts
THD ..........................................1%

Note: All specifications are subject 
to change without notice.
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